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DIN 0

EH3/F - 0

875 x 590 x 320
843125
843158

EH3/AP - 0

875 x 590 x 320
843150
843176

EH3/AP - 20

1125 x 590 x 320
843154
843180

665 x 485 x 5
843024

915 x 485 x 5
843070

562 x 285
843300

710
843441

900 x 585 x 310
842099

DIN 1

EH3/F - 1

875 x 785 x 320
843127
843160

EH3/AP - 1

875 x 785 x 320
843151
843177

EH3/AP - 21

1125 x 785 x 320
843155
843181

665 x 680 x 5
843044

915 x 680 x 5
843071

757 x 285
843301

885
843442

900 x 780 x 310
842100

DIN 2

EH3/F - 2

875 x 1115 x 320
843128
843162

EH3/AP - 2

875 x 1115 x 320
843152
843178

EH3/AP - 22

1125 x 1115 x 320
843156
843182

705 x 1000 x 5
843057

915 x 1000 x 5
843072

1086 x 285
843302

1215
843443

900 x 1110 x 310
842101

DIN 3

EH3/F - 3

875 x 1445 x 320
843129
843164

EH3/AP - 3

875 x 1445 x 320
843153
843179

EH3/AP - 23

1125 x 1445 x 320
843157
843183

705 x 1340 x 5
843067

915 x 1340 x 5
843256

1416 x 285
843303

900 x 1430 x 310
843144

EH3 - DIN-size pedestals

Type EH3 / F (H = 875)
IP44

Kit-form
Factory assembled

Type EH3 / AP (H = 875)
IP44

Kit-form
Factory assembled

Type EH3 / AP (H = 1125)
IP44

Kit-form
Factory assembled

Mounting plate
Height 875 mm

Height 1125 mm

Pertinax with fixing bolts

Bottom plate
Polyester 3 mm

with mounting bolts

Wall fixing unit
Two aluminium C-profiles

with wall fixing lugs

Polyester bases
Kit-form

Overview of the range

Dimensional drawings
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